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Service

As requested and agreed with the Client, the inspection carried out by the Building Consultant and Timber
Pest Detection Consultant is a Standard Property & Timber Pest Report comprising a Property Report and a
Timber Pest Report.

“Client” means the person or persons, for whom the Report was carried out or their Principal (i.e. the person
or persons for whom the report is being obtained).

“Building Consultant” means a person, business or company who is qualified and experienced to undertake
a pre-purchase inspection in accordance with Australian Standard AS 4349.1-2007 ‘Inspection of Buildings. Part
1: Pre-Purchase Inspections - Residential Buildings’. The consultant must also meet any Goy@lwment licensing
requirement, where applicable

“Timber Pest Detection Consultant” means person who meets the minimum sk
the current Australian Standard AS 4349.3 Inspections of Buildings. Part 3: Timbg
state/territory legislation requirements beyond this Standard, where applicable.

This Standard Property & Timber Pest Report was produced for the exclusive use of the
their company or firm is not liable for any reliance placed on this report by any third party.

Terms on which this report was prepared

Property report

SCOPE OF INSPECTION This Report only cov i evidence of: Structural Damage; Conditions
Conducive to Structural Damage; any Major on of Secondary Elements and Finishing

and is based on a visual exami
out of Tests.

pairment to the integrity of the whole or part of the Structure
owing categories:

ovement - major (full depth) cracking forming in Primary Elements resulting
ent between or within the elements of construction, such as foundations,
roofs.

al change of shape of Primary Elements resulting from the application of

Pest Damage - structural failure, i.e. an obvious weak spot, deformation or even
er Primary Elements resulting from attack by one or more of the following wood

“Structure” means the loadbearing part of the building, comprising the Primary Elements.

“Primary Elements” means those parts of the building providing the basic loadbearing capacity to the
Structure, such as foundations, footings, floor framing, loadbearing walls, beams or columns. The term ‘Primary
Elements’ also includes other structural building elements including: those that provide a level of personal
protection such as handrails; floor-to-floor access such as stairways; and the structural flooring of the building
such as floorboards.
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“Conditions Conducive to Structural Damage” means noticeable building deficiencies or environmental
factors that may contribute to the occurrence of Structural Damage.

“Major Defect” means defect of significant magnitude where rectification has to be carried out in order to
avoid unsafe conditions, loss of utility or further deterioration of the property.

“Secondary Elements” means those parts of the building not providing loadbearing capacity to the Structure, or
those non-essential elements which, in the main, perform a completion role around openings in Primary
Elements and the building in general such as non-loadbearing walls, partitions, wall linings, ceilings, chimneys,
flashings, windows, glazing or doors.

“Finishing Elements” means the fixtures, fittings and finishes applied or affixed to Pri
Secondary Elements such as baths, water closets, vanity basins, kitchen cupboards, dg
hardware, render, floor and wall tiles, trim or paint. The term ‘Finishing Elements’ does
soft floor coverings such as carpet and lino.

ry Elements and
rniture, window
clude furniture or

“Minor Defect” means defect other than a Major Defect.

“Serious Safety Hazard” means any item that may constitute an immediate or im

(a) Dampness Tests - additional attention to the visual examinati

doors, windows and draws; operation of taps
and wall plaster.

ACCEPTANCE CRITERIA
The building was compared with a building th

practice at the time of construction and which ha
of strength and serviceability.

accordance with the generally accepted
that there has been no significant loss

Unless noted in “Special Conditio
will continue.

assumes that the existing use of the building

This Report only recorg of the Consultant about the readily observable state
of the property at thé ion. ort therefore cannot deal with:
(a)

ects, including but not limited to, defects that may not be apparent at the time
pnal changes, recent or prevailing weather conditions, and whether or not

The Client
recommenda

s that, unless stated otherwise, the Client as a matter of urgency should implement any
advice given in this Report.

LIMITATIONS

The Client acknowledges:

1. ‘Visual only’ inspections are not recommended. A visual only inspection may be of limited use to the
Client. In addition to a visual inspection, to thoroughly inspect the Readily Accessible Areas of the
property requires the Consultant to carry out when ever necessary appropriate Tests.
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2.  This Report does not include the inspection and assessment of items or matters outside the scope of the
requested inspection and report. Other items or matters may be the subject of a Special-Purpose
Inspection Report, which is adequately specified (see Exclusions below).

3. This Report does not include the inspection and assessment of items or matters that do not fall within the
Consultant’s direct expertise.

4, The inspection only covered the Readily Accessible Areas of the property. The inspection did not include
areas, which were inaccessible, not readily accessible or obstructed at the time of inspection.
Obstructions are defined as any condition or physical limitation which inhibits or prevents inspection and
may include - but are not limited to - roofing, fixed ceilings, wall linings, floor coverings, fixtures, fittings,
furniture, clothes, stored articles/materials, thermal insulation, sarking, pipe/duct work, builder’s debris,
vegetation, pavements or earth.

5. Australian Standard AS4349.0-2007 Inspection of Buildings, Part 0: General Require
a property report is not a warranty or an insurance policy against problems deve
in the future.

recognises that
with the building

EXCLUSIONS

The Client acknowledges that this Report does not cover or deal with:

i) any individual Minor Defect;
i) solving or providing costs for any rectification or repair work;

iii) the structural design or adequacy of any element of cons
v) the operation of fireplaces and chimneys;

(

(

(

(

(

(vi) any services including building, engineering ( 3 or mechanical;
(vii) lighting or energy efficiency;

(viii) any swimming pools and associated po
(ix) any appliances such as dishwashers, insi

(

x) areview of occupational, health or safety i
the use of lead based paints;

(xi) a review of environmental i i i s toxic mould;

(xii) whether the building complie f any building Act, code, regulation(s) or by-laws;
(xiii) whether the ground on which t ildi been filled, is liable to subside, swell or shrink, is
subject to landsj i i i if iti prone;

properties, the inspection of common property areas or

T/ Mer pesr-=nori

this inspection is to assist the Client to identify and understand any Timber Pest
e of inspection.

PUR he purposg
issues observed at thg

SCOPE OF ON This Report only deals with the detection or non detection of Timber Pest Attack and
Conditions Conducive to Timber Pest Attack discernible at the time of inspection. The inspection was limited to
the Readily Accessible Areas of the Building & Site (see Note below) and was based on a visual examination of
surface work (excluding furniture and stored items), and the carrying out of Tests.

Note. With strata and company title properties, the inspection was limited to the interior and the immediate
exterior of the particular residence inspected. Common property was not inspected.
DEFINITIONS
“Timber Pest Attack” means Timber Pest Activity and/or Timber Pest Damage.
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“Timber Pest Activity” means telltale signs associated with ‘active’ (live) and/or ‘inactive’ (absence of live)
Timber Pests at the time of inspection.

“Timber Pest Damage” means noticeable impairments to the integrity of timber and other susceptible
materials resulting from attack by Timber Pests.

“Major Safety Hazard” Any item that may constitute an immediate or imminent risk to life, health or
property resulting directly from Timber Pest Attack. Occupational, health and safety or any other consequence
of these hazards has not been assessed.

“Conditions Conducive to Timber Pest Attack” means noticeable building deficiencies or environmental
factors that may contribute to the presence of Timber Pests.

“Timber Pests” means one or more of the following wood destroying agents which a timber in service

and affect its structural properties:

(a) Chemical Delignification - the breakdown of timber through chemical actio
(b) Fungal Decay - the microbiological degradation of timber caused by soft
does not include mould, which is a type of fungus that does not structurally
(c) Wood Borers - wood destroying insects belonging to the order ‘Coleoptera’
seasoned timber.
(d) Termites - wood destroying insects belonging to the order ‘Isgptera’ which commo
timber.

“Tests” means additional attention to the visual examination was gi
consultant’s experience has shown to be particularly suscepti
of those areas and other visible accessible timbers/materia

“Instrument Testing” means where appropriate the following
techniques and instruments:

(a) electronic moisture detecting meter - an instr
elements;

(b) stethoscope - an instrument used to h

(c) probing - a technique where timber a
(e.g. bradawl or pocket knife), but doe
drilling of timber and trees;

(d) sounding - a technique whe

ermites within building elements;
eas are penetrated with a sharp instrument

“Subterranean Termite Ma n proposal in accordance with Australian

Standard AS 3660.2 to treat a k estation and/or manage the risk of concealed
subterranean termite access to buil

ACCEPTANCE CRITERIA Unless note itions or Instructions”, the building being inspected
was compared with nsultant's knowledge the similar building used for comparison
was constructed in ad pted timber pest management practices and has since been

Unless noted in “Specia ions”, this Report assumes that the existing use of the building
will conti

This Dservations and conclusions of the Consultant about the readily observable state
of spection. This Report therefore cannot deal with:

en used some time prior to the inspection being carried out.
These matters outlined above in (a) & (b) are excluded from consideration in this Report.

If the Client has any doubt about the purpose, scope and acceptance criteria on which this Report was based
please discuss your concerns with the Consultant on receipt of this Report.

The Client acknowledges that, unless stated otherwise, the Client as a matter of urgency should implement
any recommendation or advice given in this Report.
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LIMITATIONS
The Client acknowledges:

1. This Report does not include the inspection and assessment of matters outside the scope of the
requested inspection and report.

2. The inspection only covered the Readily Accessible Areas of the Building and Site. The inspection did not
include areas which were inaccessible, not readily accessible or obstructed at the time of inspection.
Obstructions are defined as any condition or physical limitation which inhibits or prevents inspection and
may include - but are not limited to - roofing, fixed ceilings, wall linings, floor coverings, fixtures, fittings,
furniture, clothes, stored articles/materials, thermal insulation, sarking, pipe/duct wor, uilder’s debris,
vegetation, pavements or earth.

3. The detection of drywood termites may be extremely difficult due to the smal
warranty of absence of these termites is given.

of the colonies. No

4. European House Borer (Hylotrupes bajulus) attack is difficult to detect in the
the galleries of boring larvae rarely break through the affected timber surface.
these borers is given. Regular inspections including the carrying out of appropri
help monitor susceptible timbers.

This is not a structural damage report. Neither is this a warrantyggs to the absence of Ti

If the inspection was limited to any particular type(s) of timbe

(e.g. subterranean
this would be the subject of a Special-Purpose Inspection Report, i

s adequately s

7. This Report does not cover or deal with environmentg 3 i i not associated
with Timber Pests (e.g. toxic mould) or occupatiop dvice may be the
subject of a Special-Purpose Inspection Report wj ifi st be undertaken by
an appropriately qualified inspector. The choicg i g e Client.

8. This Report has been produced for the use of thé . Pnsultant or their firm or company are not
liable for any reliance placed on this repg any

EXCLUSIONS
The Client acknowledges that:

1. This Report does not deal with any timber p pra ative OWreatment measures, or provide costs for
the control, rectification or, gtion of attd@R by t pests. However, this additional information or

advice may be the subject QAN pest ma@@geme oposal which is adequately specified.
Special conditinns or instru:tions

There are no special conditions or instructions

The :

PrE®@ngagemeg i ement number (if 1A190177369C
ap@lisableld

Name of C

Name of Principal (if applicable):

Address of Client:
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Client’s email:

Client’s telephone number:

Consultant’s name:

Consultant’s licence number (if applicable):

Consultant’s mobile number:

Company name:

Company address and postcode:

Company email:

Ibuildinginspection.com.au

Company telephone number:

Company fax number!

Sectirn * Resulte o inspection - summary

The following Report MUST be read in full in conjunction with this Summary. If

T L= summary

In respect of significant items:
Evidence of Serious Safety Hazards WAS NOT OBSERVED.
Evidence of Major Defects WAS OBSERVED - SEE SECTION D, ITEM D2-D21.

Evidence of Minor Defects WAS OBSERVED - SEE SECTION D, ITEM D22.
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Due to the level of accessibility for inspection including the presence of obstructions, the overall degree of risk
of undetected defects including structural damage and conditions conducive to structural damage was
considered: MODERATE

A further inspection is strongly recommended of those areas that were not readily accessible and of
inaccessible or obstructed areas once access has been provided or the obstruction removed. This will involve a
separate visit to the site, permission from the owner of the property and additional cost.

Unless stated otherwise, any recommendation or advice given in this Report should be implemented as a
matter of urgency.

For further information including advice on the implementation of a preventative maintenagce program see
Section G "Important Notes".

Timber pest report - summary

In respect of significant items:

Evidence of active (live) termites WAS NOT FOUND.

Evidence of termite activity (including workings) and/or damage WA
Evidence of a possible previous termite management prograg
The next inspection to help detect any future termite atj IS reco

Evidence of chemical delignification damage WAS OUND.

Evidence of conditions conducive to timber pest SEE ITEM E9 - E13.

Due to the level of accessibility for i i i e presence of obstructions, the overall degree of risk
i to timber pest attack was considered MODERATE

separate visit to the sit C ac owner of the property and additional cost.

Ommendation or advice given in this Report should be implemented as a

advice on how to help protect against financial loss due to timber pest attack

Section : _neral

The records of the appropriate local authority should be checked to determine or confirm:

- whether the ground on which the building rests has been filled, is liable to subside, is subject to landslip or
tidal inundation, or if it is flood prone;

- the status of the property and services (e.g. compliance of the building with the provisions of any building
Act, code, regulation or by-laws); and

- whether council has issued a building certificate or other notice for the dwelling.
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Where appropriate, legal advice (e.g. from a solicitor) should be sought to explain title and ownership matters
and to deal with matters concerning easements, covenants, restrictions, zoning certificates and all other law-
related matters.

General description of the property

Residential building type: Detached house.

Number of storeys: Single storey.

Building age (approx): 50 years.

Approximate year when the property was extended (if,
applicable):

Smoke detectors: i aut not tested

inspec®on and report. Accordingly, it is strongly
ecommended that a further inspection be undertaken
a suitably qualified person.

Towards the middle of a medium block

Siting of the building:

The land is relatively flat

The site appears to be adequately drained

Site drain

Access: Reasonable pedestrian and vehicular access
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Main utility services:

Occupancy status:

Orientation (to establish the way the property was
viewed):

Prevailing weather conditions at the time of inspection:

Other:

Primary method of constructi

Main building - floor construction:

Main building - wall co

g - roof co ction:

Other (timber) building elements:

Mains water
Electricity
Sewerage
Gas

Unoccupied and unfurnished

The facade of the building

Note. For the purpose of t
building contains the main e

Dry

ber framed
ation walls

Internal gypsum plasterboard
Brick veneer (timber framed)
Fibre-cement sheeting

Face brick

Timber framed
Pitched roof
Finished with roofing tiles

Timber window frames
Floorboards

Timber door frames
Internal timber joinery
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Other:

Overall standard of construction: Reasonable
Overall quality of workmanship and materials: Reasonable
Level of maintenance: Reasonably maintained

Incomplete construction

No evidence of incomplete construction was found

The term ‘incomplete construction’ means where the 0 tion and any alterations or additions to
the building are not complete in the work synqg ¥ction (but does not include building
services).

Note. This is only a general observation/comme
to be, at risk due to this condition.

part of the building structure is, or is likely

Accommodation & sigi. "©a. ™ncCi. ries

Bath, 1 | Separate Kitchen Laundry Swim Other
/ Ensui. toilet Pool*
0 0 0

2 3 2 2 0 0
0 0 0 0 0

0 0 0 0 0

N 0 0 0 0 0

0 0 0 0 0
Detached 0 0 0 0 0 0
2 3 2 2 0 0

(* A ground floor swimming pool denotes an internal swimming pool / A detached swimming pool denotes an
external swimming pool)
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Type Off street parking spaces Garage (covered) Car-port (covered)
(uncovered)

Attached
Detached 0 0 0

Section C Accessibility

Unless noted in “Special Conditions or Instructions”, the inspection only covered thg Adi ble Areas
of the Building & Site (see Note below).

Note. With strata and company title properties, the inspection was limited to the in\
exterior of the particular residence inspected. Common property was not inspected.

area of
accessibility is not less than 600 mm high by 600 mm wide and su area of
accessibility is not less than 400 mm high by 600 mm wide, providin

term ‘readily accessible’ also includes:
(a) accessible subfloor areas on a sloping site where thg ' n 150 mm high,

(b) areas at the eaves of accessible roof spaces tha

“Building & Site” means the inspection of the
any car accommodation, detached laundry, ab iliti arden sheds, retaining walls more than 700
mm high, paths and driveways, steps, fencing, urface water drainage and stormwater

run-off within 30 m of the building,

For the Timber Pest Report, the
buildings in the case of a building
retaining walls, fences, bridges, tree
in soil) and the land within the propert

r strucCtures (such as outbuildings, landscaping,
iameter greater than 100 mm and timber embedded
distance of 50 metres from the main building(s).

The inspection did n inaccessible, not readily accessible or obstructed at the time
of inspection. Areas, sible, were not inspected and include - but not limited to -
the interior of a flat speMded floor filled with earth. Obstructions are defined as any
condition or physical li i r prevents inspection and may include - but are not limited to -

pn, sarking /duct work, bwlder s debrls vegetatlon pavements or earth.

A as insr~

ection coveredflliE Readily Accessible Areas of Roof space
the property including The site
Building interior
Building exterior
Roof exterior
Subfloor space

Areas not inspected

The inspection did not include areas, which were inaccessible, not readily accessible or obstructed at the time
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of inspection. The Consultant did not move or remove any obstructions which may be concealing evidence of
defects such as timber pest attack. Areas, which are not normally accessible, were not inspected. Evidence of
defects in obstructed or concealed areas may only be revealed when the items are moved or removed or
access has been provided.

Strata or company title properties

Not applicable

NOTE. If the inspection was limited to assessing the interior and immediate exterior of a particular unit, the
Client may have additional liability for defects, faults or timber pest attack in the common pgfie

additional liability can only be addressed through the undertaking of a Special-Purpose Ing
is adequately specified.

ion Report which

Obstructions

Building interior: Built-in cupboards (widespread
Fittings (wij pread)
(widespread)

#2. Bathroom
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#3. Bedroom 2

#8. Laundry

Building exterior: Built-up areas abutting the building
Paved areas abutting the building
Paved areas abutting the building (widespread)
Decking
Thick foliage
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#1. Thick foliage and steps abutting the building,
western side

#3. Paved area abutting the building, eastern g@e 4. Pave Ra abutting the building, southern side

Roof exterior: ere were no obstructions

#1. Roof exterior, western side of the building #2. Roof exterior,southern side of the building
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Roof space: Therma
Therma

insylation (widespread

|
li ion

#1. Insulation in roof space 2. Roof space area

Subfloor space: There were no obstructions

ST -.‘fg. : Ve AT .- sini
#1. Subfloor space area 1 #2. Subfloor space area 2
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gt L e :
#3. Subfloor space area 3 #4. Subfloor space area 4

The site: There were 2o obstructions

#1. Site, western side of the buildin®

2

R

#3. Studio, eastern side of the building #4. Site, southern side of the building

Inaccessible areas
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Building interior: All the normally accessible areas permitted
entry

. »

#2. Laundry off the studio, easte
building

=

[ s i =
#3. Studio #4. Kitchen, studio

#5. Ensuite, studio

Building exterior: All the normally accessible areas permitted
entry
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Roof exterior: All the normally accessible areas permitted
entry

Roof space: In inspecting the roof sp

inspection
accessibili
mm wide

the subfloor space, there was no
those parts where the area of

Subfloor space:

Il the normally accessible areas permitted
try

All the normally accessible areas permitted

entry

Undetected defect risk assessment

Subfloor space: Fully accessible for inspection.

Building interior / exterior & site: All areas were 'Readily Accessible'.

Roof space: Inspection made difficult due to the presence of
obstructions.
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Due to the level of accessibility for inspection including the presence of obstructions, the overall degree of risk
of undetected defects such as structural damage, conditions conducive to structural damage, timber pest attack
and conditions conducive to timber pest attack was considered:

MODERATE

A further inspection is strongly recommended of areas that were not readily accessible, and of inaccessible or
obstructed areas once access has been provided or the obstruction removed. This may require the moving,
lifting or removal of obstructions such as floor coverings, furniture, stored items, foliage and insulation. In some
instances, it may also require the removal of ceiling and wall linings, and the cutting of traps and access holes.
For further advice consult the person who carried out this report.

Section D Property report

The following items and matters were reported on in accordance with the Scope of In |' Or building
elements not identified in this condition report, monitoring and normal maintenance m arried out

also Section G ‘Important note’).

Serious safety hazards

As a matter of course, in the interests of safety, an inspg
plumbing/gas installations should be carried out by a

D1 Serious safety hazards any item or matter (within the
t's expertise) that may constitute a present
ANt serious safety hazard:

e was found

Inside conditic =m.. “defec.

D2 Ceilin No evidence of Major Defects was found

D3 Internal No evidence of Major Defects was found

D4 Floors The following evidence of Major Defects was
found
The garage concrete floor was observed to be
affected by cracks. This is consistent with that
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associated with movement. To help prevent
further damage to the floor, rectification is
required. A further detailed investigation by a
competent person, e.g. a licensed concreting
contractor or suitably qualified person is
recommended to determine the method and
extent of any remedial work required, and
associated costs. The above recommendation
should be implemented immediately.

#1. Cracks,on concrete floor, garage

D5 Internal Joinery (e.g. doors, staircase, win
all other woodwork, etc)

ence of Major Defects was found

D6 Built-in fittings (built in kitchen an
not including the appli@mges)

o evidence of Major Defects was found

D7 No evidence of Major Defects was found

D8 Other i (e.q. fireplaces, chimney breasts No evidence of Major Defects was found
and the outside of flues)

D9 Roof space No evidence of Major Defects was found
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D10 Subfloor space The following evidence of Major Defects was
found
The concrete slab in the subfloor space area
below the bathroom was observed to be
collapsing. This is consistent with that
associated with failed and inadequate form work
during the installation. To help prevent further
damage to the slab and bathro
rectification is required. A fu
investigation by a compete
licensed concreting contr,
suitably qualified pers
determine the method
remedial work required,
The above recommendation
implemented immediately.

bfloor$pace

nditior .najor defects

No evidence of Major Defects was found

D12 Windows No evidence of Major Defects was found
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D13 External doors (including patio doors) No evidence of Major Defects was found

D14 Platforms (including verandahs, patios, decks and No evidence of Major Defects was found
the like)

D15 Other external primary elements No evidence of Major De

found

D16 Other external secondary & finishing elements

D17 Roof exterior (including roof covering,
penetrations, flashings)

of Major Defects was found

D18 Rainwater good No evidence of Major Defects was found

D he groun No evidence of Major Defects was found

D20 Walls & fences No evidence of Major Defects was found

D21 Outbuildings No evidence of Major Defects was found
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Minor defects

The report describes the overall extent of any minor defects and imperfections:

D22 Minor defects There are some Minor Defects.
normal maintenance must be
also Section G ‘Important

itoring and
ed out (see

observed to be affecte
widespread. This is consi
associated with movement

.a
qualified

filding, were observed to be affected by
d undulations. This is consistent with

ge to the paved areas, rectification
jired. A further detailed investigation by a
nt person, e.g. a licensed concreting
ontractor or suitably qualified person is
commended to determine the method and
tent of any remedial work required, and
associated costs. The above recommendation
should be implemented as soon as possible.

The garage interior brick wall was observed to
be affected by water stain marks. This is
consistent with that associated with excessive
water penetration due to gutter back flowing
during rainy periods. To help prevent further
damage to the wall and building, rectification is
required. A further detailed investigation by a
competent person, e.g. a licensed building
contractor or suitably qualified person is
recommended to determine the method and
extent of any remedial work required, and
associated costs. The above recommendation
should be implemented immediately.
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#1. Step cracks on brick exterior wall, western side of #2. Cracks and undulationg
the building western side of he buildi

i g

s on interior brick wall, garage

Section E Timber pest report

The following items were reported on in accordance with the Scope of Inspection.

Timber pest attack
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Evidence of timber pest activity and/or timber pest damage:
E1 Active (live) termites No evidence was found

Important Note. As a delay may exist between the
time of an attack and the appearance of telltale signs
associated with an attack, it is possible that termite
activity and damage exists though not discernible at
the time of inspection.

E2 Subterranean termite management proposal A proposal is recommen

In view of the building age a
termite notice of treatment (t o a
ite prevention) an

o fully disclose
ite/timber pests

g (s). A further detailed investigation
petent person, e.g. a licensed pest
pntractor or suitably qualified person is

E3 Termite workings a No evidence was found

No evidence was found

E program

E5 Frequency of future inspections The next inspection to help detect termite attack is
recommended In 3 months

Important Note. Australian Standard AS 3660
recognises that regular inspections will not prevent
termite attack, but may help in the detection of
termite activity. Early detection will allow remedial
treatment to be commenced sooner and damage to be
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minimised.

E6 Chemical delignification No evidence was found

E7 Fungal decay No evidence was found

E8 Wood borers No evidence was found

Conditions conducive to timber pest (tack

The Consultant sought evidence of noticeable
contribute to the presence of timber pests. |
the potential for or presence of water or dam

Pr environmental factors that may
anagement issues, the inspection included
ocations.

E9 Lack of adequate subfloor ven ence was found

E10 The presence of ex& No evidence was found

f termite management No evidence was found
nd inspectio es

E12 Untreated or non-durable timber used in a No evidence was found
hazardous environment
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E13 Other conditions conducive to timber pest attack The following evidence was found

The paved areas, build up and thick foliage,
were observed to be abutting the building in
areas on the, eastern, southern, northern and
western sides. These conditions obstruct the
inspection and monitoring of the foundation slab
for early detection of an attempt by timber pest
to attack the building, as these can be used by
termites to conceal access to the building for an
attack. | strongly recommend, where
practicable, that these areas be

detection of any attem i er the
building for an attack.
investigation by a comp
licensed pest control cont
qualified person is recomme
the method and extent of any
required,
recommen
immediately.

should be implem

Major safety hazards

The Consultant sought evidence of any item or te in thée sultant’s expertise) that may constitute a
present or imminent major safety hazard. For exa{ikle, S@i@gnce of W imminent collapse of a structural
member and other building elemg pade unsafe timD est attack.

E14 Major safety hazards No eWglence was found

A N

Section F Conclu-ion

\ 4

pdvice contained in the Terms and Conditions of this Report including any

ention is drawn to t
or-i : that need to be considered in relation to this Report.

astruc

The incidence of Major Defects in this property in comparison to the average condition of similar buildings of
approximately the same age that have been reasonably well maintained was considered:
Average

The incidence of Minor Defects in this property in comparison to the average condition of similar buildings of
approximately the same age that have been reasonably well maintained was considered:
Average
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In conclusion, following the inspection of surface work in the readily accessible areas of the property, the
overall condition of the building relative to the average condition of similar buildings of approximately the
same age that have been reasonably well maintained was considered:

Average condition

Timber pest report

The following Timber Pest remediation actions are recommended:

1. NO treatment of Timber Pest Attack is required.

2. In addition to this Report a Subterranean Termite Management Proposal to help ma#@@¢ the risk Qf future

subterranean termite access to buildings and structures is RECOMMENDED - SE
3. YES, AS DETAILED IN SECTION E removal of Conditions Conducive to Timber P& { ecessary.

4. Due to the susceptibility of the property to sustaining Timber Pest Attack the next insp®
recommended IN 3 MONTHS

Section G Important notes

who carried out this inspection for further advice!

Timber pest report - risk *ana. ™ 1t options

To help protect agai
evidence of destructi o ivi age identified in this Report. The Client should further
investigate any high ri ere e ¥as not gained. It is strongly advised that appropriate steps be

y future loss, the Client should consider whether the following options to further
t timber pest infestation are appropriate for their circumstances:

st attack is high or the building type is susceptible to attack. To further reduce the
e attack, implement a management program in accordance with Australian

stem. However, AS 3660 stresses that subterranean termites can bridge or breach
and inspection zones and that thorough regular inspections of the building are

necessary.

If the Client has any queries or concerns regarding this Report, or the Client requires further information on a
risk management program, please do not hesitate to contact the person who carried out this Inspection.

Section H Additional comments
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The following additional comments are noted

In view of the age of the building, the materials
used in construction may contain asbestos.
Asbestos has not been used in domestic building
materials since the 1980s but it was not until 31
December, 2003 that asbestos and all products
containing asbestos were banned throughout
Australia. It is illegal to import, store, supply,
sell, install, use or re-use these materials. The
ban does not apply to asbestos installed prior to
this date (e.g. asbestos in houses).

It is therefore held that if your home was built
or renovated before 1990, it is likely that it
contains some form of asbestos building product
- most likely asbestos cement sheeting. http://w
ww.asbestoswise.com.au/information-and-
resources/asbestos-in-the-home/

| strongly recommend that you obtain advice
from a licensed asbestos assessment specialist,
prior to conducting any renovation or building
works to help determine whether there is
asbestos or not.

The trees observed on the site, on the eastern
and western sides of the building, appear too
close to the building. The root may cause sev
damage to the building. And in the event of
falling under wind and storm pressure it
result in severe injury to people and da
the building. To help prevent damage to
building and injury to people, monitoring
removal is required. A further detailed

investigation by a competent pgrson, e.g. a
licensed arborist contractor
person is recommended to d
method and extent of any rem
required, and associated costs.
recommendation sh

Section J Certifi-ation

This document Certifies that the property described in this Report has been inspected by the Building
Consultant & Timber Pest Detection Consultant in accordance with the level of service requested by the Client
and the Terms and Conditions set out in this Report, and in accordance with the current edition of the Report
Systems Australia (RSA) Handbooks Standard Property Inspection Reports ‘Uniform Inspection Guidelines for
Building Consultants’ & Timber Pest Detection Reports ‘Uniform Inspection Guidelines for Timber Pest
Detection Consultants’.

Authorised Signatory:
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